LA MM P Data sheet code: DELT40D-D2C

DALI2 / PUSH DRIVER

Features

(an be used with fittings with replaceable remote driver.
DALI or PUSH dimmable

Current adjustable via DIP switch

1% dimming depth; standby power consumption <0.5W
Output current range: 700-1050 mA

Advanced functions: EL, CorridorDIM, CLO

Suitable for Class 11 light fixtures

Lifetime 50000 h.

&W)  Model: LF-ADD040-1050-42
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Characteristic data 3]
=
Power 40w Dimmable DALI 2 Input 220-240 Vac Base Screws E
P 20 PF 0,95 LED Warranty G5h24
Dimensional characteristics
L 145 mm
L1 46 mm
H 27.5 mm

Lighting and photometric features
Lifespan 50000 h

Technical datasheet

Electrical characteristics

Rated power 40 W

Input voltage 220-240 Vac

Dimmable DALI 2 =

Power factor (PF) 0,95 S

Input current 03A ‘8

Operating temperature -25°C / +45°C ©
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e
Other Infotech 3
| Max Case Temperature 82 'Fn
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LED Warranty g
G5h24 Full Guarantee v
5 years )
(24h/24h) Without limitations on the duration of use for the first year, provided the =
observance of the installation conditions. <
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European Directives Product standards
2009/125/EC * Ecodesign CEI EN 55015:2020 (+A11:2020)
2011/65/EU * RoHS CEI EN 61000-3-2:2019 (+A1:2021)
2012/19/EU * RAEE CEI EN 61000-3-3:2014 (+EC1:2014/+EC2:2016/+A1:2021/+A2:2022)
2014/30/EU * EMC CEI EN 61347-1:2016 (+A1:2021)
2014/35/EU * LVD CEI EN 61347-2-13:2015 (+A1:2018)
2015/863 * Amending RoHS CEI EN 61547:2010

2017/1369 * Regulation for Energy Labelling
2019/2015 * Regulation for Energy Labelling
2019/2020 * Regulation for Ecodesign
2021/340 * Amending Reg. Energy Labelling
2021/341 * Amending Reg. Ecodesign
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Logistics data

Item net weight 123 gr
Minimum packaging 1/1

Ficha de datos

Technical datasheet
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document can be cut, reproduced or used without written authorization. Duralamp maintains the right to change the included data without notice due to improvements of the products
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